PHOTOELECTRIC

CONTROL

_______ __ B @ ©
™ || ] | ] eren soover 2fsgomect sy
|| || | | | / CIRCUIT BREAKER |
I I | | |
I ! | | @ |
I I | [ |
|| HANDLE || | | | U |
I I | || |
|| || | | | ‘ —— 215" PVC CONDUIT |
I || | |- |
I I | N |
I I | | 1] |
] | [ |
- | | | |

FRONT VIEW BACK VIEW
SIDE VIEW
%" HOLE FOR %" LAG

/;DLT. FOUR (4) REOQUIRED i

F——————-—- = T NOTES:
36%x16% OPENING ’" T EROM ALUMINM ALLOYe

CONDUIT ENTRY SIZE 7. EXCEPT AS NOTED BELOW.
3. A POLICE COMPARTMENT IS NOT REQUIRED

e — —  — - — — — — —— — — 4. REFER TO APPROPRIATE 800 SERIES STANDARD
i PLATE FOR FOUNDATION DETAILS REQUIRED

———|—-s” 6"—|—<— FOR CABINET CONSTRUCTION.

5. AN [NTEGRAL DOOR LOCK IS NOT REQUIRED.

| |
| I
| |
| IN BOTTOM FOR | 21" 2. CABINET TO MEET NEMA TS 2-1992
| |
| I
| |

42" THE DOOR LATCH WILL HAVE PROVISIONS
FOR A PADLOCK
BOTTOM VIEW 6. INTERNAL SHELVES ARE NOT REQUIRED.

7. WHEN METER IS NOT REOUIRED.
METER SOCKET TO BE COVERED WITH
METAL COVER. AND JUMPERS PROVIDED TO
BYPASS METER SOCKET
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